Clamp Supports

- Available in Hot-Dip Galvanized
or 316 Stainless Steel for corrosion
protection

- Adjuster is machined from solid steel
- not a modified cast iron reducer

- Base can be cut to required length
in the field.

- 1/2" Stainless set screws are used
to secure support assemblies
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Heavy Duty Adjustable Clamp Pipe Support
PARTNO.  PIPE SIZE A "B" e "D" g “p"
PS-250-025C 2 1/2" 272" 1 1422 53/8" 53/8'T0 10 3/8" 81/2"
PS-250-03C 3 21/2" 11/2 57/8" 57/8'T0 107/8" 81/2"
PS-300-04C 4 3 21/2 71/4" 71/4'TO0 12 1/4" Available in: 12"
PS-300-06C 5 B 2 142 93/8" 93/8'TO 14 3/8" [ 9
PS-300-08C 8" 3" Wz 111/2" 111/2"T0 16 1/2" 24 12"
PS-300-10C 10 3" 21/2" 131/2" 131/2"T0 18 1/2" ) 12"
PS-300-12C 12 3 21/2" 157/8" 157/8"T0 207/8" gt 12¢
PS-400-14C 14 4 3" 17.1/2" 171/2"T0 24 1/2" 34" 131/2"
PS-400-16C 16 4 3 191/2" 19 1/2"T0 26 1/2" 131/2"
PS-600-18C 18 6" 4" 211/2" 211/2"'T0 28 1/2" 48" 18"
PS-600-20C 20" 6" 4 231/2" 231/2'T0 30 1/2" 18"
PS-600-24C 24" 6" 4 27 1/2" 27 1/2"T0 34 1/2" 18"
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